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a New 
finish process 


for Truscon 
Steel Windows 





—developed 
un the 


laboratories of 
Republic Steel 
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SOAK TEST paralleled the field condition of windows 
being left standing overnight in a pool of water before 
installation. Test requirements: no blistering, rusting or 
other sign of film failures after continued immersion in 
distilled water at 95°F +2°F. 


SALT SPRAY TEST paralleled the field condition found 
in coastal areas. Test requirements: no blistering, rusting or 
other sign of film failure after continued exposure to 20% 
sal(- fog at95° FR 2 202R! 


WEATHEROMETER TEST paralleled field conditions of 
strong sunlight. Test requirements: Not more than slight 
chalking or slight loss of color and no other sign of film 
failure after continued exposure. 


ABRASION TEST paralleled field conditions of abrasive 
building materials rubbing against the frames during con- 
struction and abrasives such as sand and grit being wind- 
blown against the window frames after installation. Test 


SALT SPRAY TEST 


SOAK TEST 


requirements: a 1.6 mil fiim shall withstand not less than 
500 cycles using CS-10 wheels and a 1000 gram load with- 
out exposing the base metal. (Electro-galvanized, bond- 
erized cold rolled sheet used in this test). 


HUMIDITY TEST paralleled field conditions of humidity 
inside and outside buildings. Test requirements: no blistering, 
rusting or other sign of film failure after continued exposure 
to 95% (minimum) relative humidity at 95°F +2°F. 


ALKALI TEST paralleled field conditions of washing 
windows with ammonia, rain dripping off mortar and plaster, 
etc. Test requirements: no softening, blistering or loss of 
gloss after continuous immersion in a 2 ounce per gallon 
solution of tri-sodium-phosphate at room temperature. 


MAR PROOFNESS TEST paralleled field condition of 
sliding frames across one another in handling. Test require- 
ments: the flat surfaces of two sections when lightly rubbed 
together shall show no marring or chipping. 
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results from these 
exhaustive tests’ show... 


That under normal conditions of handling, use, and atmos- 
phere, Truscon Steel Windows with the exclusive Supercoat 
Process will provide many years of maintenance-free service. 


You can now have the solid strength of steel windows and 
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avoid painting cost, too. Truscon Steel Windows with the LN & SA Lie Za 
exclusive Supercoat Process may actually cost less installed. | i Wk lil : | 
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this vs the 
supercoat /)7ocess... 


Starting with a Bonderized section—either hot rolled bar 

or cold rolled strip—Truscon applies a dip coat of a remarkable 
primer—an Epoxy Resin type which is baked on at high 
temperature. Finish coat is Alkyd-Amine type enamel which is 
also baked on at high temperature. Temperatures and bake time 
are precisely controlled. 

This two-coat baked enamel process originally was developed 
for water-using home appliances in which corrosion must be 
avoided. The process was further improved by research 
laboratories of Republic Steel to withstand exterior exposure. 

Where Truscon Supercoat Process Finish is desired, use 
the specification at the right instead of specifications for standard 
“Shop Painting”. Truscon Supercoat Finish can be furnished 
now on specification in factory shipment of all Truscon Steel 


Windows for commercial, institutional, and industrial construction. 





TURQUOISE TAN GRAY 





BLACK ALUMINUM GREEN GOLD 


THESE ARE THE EIGHT LONG-LASTING, HIGH GLOSS TRUSCON 
SUPERCOAT CoLors ... solid colors with permanent pigments. 
The STANDARD color is gray. 
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Specifications 


Finish: Windows and 
mullions shall be Bond- 
erized and given a special 
factory applied prime and 
finish coat in light gray 
color. Primer shall be of 
the Epoxy Resin type, 
baked on for 15 minutes 
at 300° Fahrenheit. After 
priming, a finish coat of 
an appliance type enamel 
of the Alkyd-Amine type, 
modified for exterior ex- 
posure, shall be applied 
and baked on for 25 min- 
utes at 325° Fahrenheit. 


Truscon Supercoat Process 


provides an attractive surface that is as smooth, 
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available on request. Write: TRUSCON STEEL 
DIVISION, REPUBLIC STEEL, Youngstown 1, Ohio. 
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